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Maximum Power - Super Economy

AM- CL30T
POWER SPRAYER

DISCLAIMER: DUE TO CONSTANT UPGRADATION, FEATURES AND SPECIFICATIONS ARE
SUBJECT TO CHANGE WITHOUT NOTICE

BEFORE OPERATING THIS MACHINE,
PLEASE READ THESE INSTRUCTIONS CAREFULLY




INTRODUCTION

Please peruse the contents in the instruction manual prior to use this machine, correctly carried
out installation and debugging, as well as used it strictly cording to the working specification in
the instruction manual. The user should be familiar with the safety notices, machine performance,
and maintenance, etc. The instruction manual will be used in the later use, repair, accessories
replacement, and accessories procurement, so please keep it carefully

OPERATING INSTRUCTION

o BN

Securely mount the machine on the frame, ensured the two belt pulleys be parallel and on
the same plane, and the tension of belt be moderate

Add 30~40# machine oil up to 1/2 of oil gauge plug
The connectors of each rubber pipe and high pressure pipe must be locked tightly
Before start the motor, open the jet gun and ball cock, and loosen the adjusting screw

Start the motor, keeping it at appropriate velocity; Waiting there is water ejecting from the
jet gun, close the jet gun or ball cock, and adjust the adjusting screw to let the pressure
reach the working pressure

Turn on the ball cock and jet gun, beginning spraying. During the process may properly
adjust the adjusting screw to maintain the required pressure, and lock tightly the fly nut at
any moment

After spraying, operate the sprayer with clean water for 2~3 minutes to clean the residual
interior chemicals

Firstly dismantle the suction hose, waiting there is no water flowing out from the jet gun
or the overflow hose, stop the machine and dismantle over flow hose, high pressure pipe,
and loosen the adjusting screw




TECHNICAL PARAMETERS

Model AM- CL30T
Name Power Sprayer
OUTPUT 21-37.5L/MIN
PRESSURE 2-3.5MPA
RPM 500-900RPM
POWER 2.2-4KW
TROUBLE ANALYSIS
Trouble Cause Solution
Can't Strainer Assy blocked Clean Strainer Assy
supply Suction Hose leaked Lock tightly Wing Net or replace Packing
water
Unstable Redundant air inside pump Exhaust redundant air inside pump
pIESSUIE Valve damaged or blocked Eliminate impurities or replace Valve Seal
Cylinder Grand too loose Lock tightly Grand (After machine stopped)
leaked : .
V-packing damaged Replace V-packing
Improper pressure adjustment | Adjust adjusting screw to proper pressure
Pressure Belt too loose Adjust belt to moderate tension
shortage | High pressure pipe leaked Check, repair, or replace high pressure pipe
Valve or valve seat damaged | Replace valve or valve seat
Leaked oil ?iélhileyal Bamaggd\Uhiacked Lock tightly or replace relevant oil seal
| —— . Add grease on time, replace clean
Temperature No lubricating ail or too dirty Iubrigating o P
too high : _ _ :
Pressure or velocity too high Adjust to proper pressure or velocity

We reserve the right for revision without further notice !




MAINTENANCE AND SERVICE

Replace the oil after begin use for 40 hours, and thence replace it one time using each 70
hours;

Add grease one time each two hours during using;

After each work finished, operate it with clean water for 2 ~ 3 minutes to eliminate the
residual chemical and keep each parts clean;

For long term placement, wipe clean the spraying machine and place it at the cool and dry
place.

SAFETY NOTICES

Using this machine with extra high pressure is prohibited (Should <35kgf/cm2)
The belt pulley should have safety protective device;

Should wear such protective tools as breathing mask in spraying, and spraying toward
personnel and working at the downwind position are prohibited;

Running without water or lubricating oil is prohibited;

Using such special working solutions as strong acid, strong alkali, etc. is prohibited, and
should operate strictly according to the safety prompts of manufacturing plant in spraying.

ACCESSORIES

Content
Suction Hose bmtr 0il Seal Special Spanner V Pully
Overflow Hose bmtr '0' Ring Suction Strainer
Belt Pump Fitting Fastners User Manual
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